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l rr;cc·~:J~~ TIE I liT\ (r<1A TER I AL TO AVOIOl: 

Alkaline materials, strong acids and oxidizing materials. 

-----------------------------
SECl.IQ;i VII - SPILL OR LEAK PRUCEDUf:C.S 

SE:JS TO BE TAKE~ IN CASE ~ltHERIAL IS RELE_.",SED OR SFILLED: 

E~iminate ignition sources; provide good ventilation; dike spill area and add absorbent material tJ SDilled liquid. 
i1:roughly wet with water and mix • 

. t.~s~~ DISPOSAL ~ETHOD: 
I 
I :::lect absorbent/water/spilled liquid mixture into metal ccntain?rs and add enough water to cover. Ccnsult local, 

s:!te and federal hazardous waste regulations before disposing into approved hazardous waste lanafi11s. O~ey 

relevant laws. 

SECTION VIII - SAFE HANDLING AND USE INFORMATION 
.. ,. 

~hen spraying and/or printing this material, use a niosh-approved cartridge respirator or gas mask suitabie fur· 

airborne mists and vapor concentrations below the time-weighted threshold limit values. When using in poorly 
ventilated and confined spaces, use a fresh-a-ir supplying respirator or a self-contained breathing aoparatus. 

VENiflATION: 

General mechanical ventilation or local exhaust should be suitable to keep vapor concentration below TLV. 
Ventilation equipment must be explosion proof. 

PROTECTIVE GLOVES: Impenneabl e chemical handling gloves for skin protection. . 

fv~ PROTECTION: Use chemical safety glasses, goggles and face shields for eye protection. 

vo •. ;.? PROTECTIVE EQUIPMENT: 

Use impem.eable aprons and protective clothing wnen ever possible to prevent skin contact. The use of head caps 
•men ever possible is strongly recommenced. 

HYG:ENIC PRACTICE: Eye washes and safety showers in the work place is recommended. 

SECTION IX - SPECIAL PREC4UTIONS 

' PF.EC.~UTIONS TO BE TAKEN IN H.4NDLING AND STORING: 

·Use non-sparkirg utensils when handling this material. Avoid hot metal surfaces. Use in cool, we11-ventilated 
, ar;eas. Keep containers closed when not in use. Keep away fr·om excessive heat and open flames. 

OTHER PRECAUTIONS:. 

Smoking in areas where this material fs used should be strictly prohibited. Tools used with this r.~terial should 
be aluminum, brass or copper. Plastic tools should not be used. Since emptied containers retain product residues, 
(vapors, liquid and/or solid) all hazard precautions should be observed. 

SECTION X - TRANSPORATION DATA 

Pf\C?ER SHIPPING NM1E: PAINT UN1263 WATER REDUCIBLE 

OCT CLASSIFICATION: COMBUSTIBLE DOT LABEL: 

PF"CAUTIOUS TO BE TAKEN IN TRANSPORTATIOU: Reier to Section IX KEEP FROM FREEZIN<;; 

J t • .- • .:: THIS If!FORN/HION IS ACCURATE TO THE BEST K~IOWLEDGE OF ADVANCED COATINGS & CH~HIC;\LS 
COMPANY, BUT IS FURNISHED WITHOUT ANY EXPRESSED OR IMPLIED WABRANTIES. 
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